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CONCRETE LID OVER EXPANDED BASEMENT AREA 
TO REMAIN - NO WORK

EXISTING CONCRETE LID OVER 
BASEMENT AREA TO REMAIN

EXISTING STONE PERIMETER WALL TO REMAIN -
PROTECT DURING CONSTRUCTION OPERATIONS 
FROM DAMAGE

17' - 11 3/4"

EXISTING VENTILATION VOID TO REMAIN
- NO WORK
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PREVIOUSLY DEMOLISHED MASONRY/CONCRETE STAIRS TO 
BE REBUILT PER EXISTING DESIGN/MATERIAL.
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MECH EQUIPMENT SHOWN DASHED. REFER 
MECH FOR SIZES/SPECS

EXISTING TURF/LANDSCAPING
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GRAVEL ON WATERPROOF MEMBRANE -
FALL AWAY FROM BUILDING

LINE OF EXISTING BASEMENT BELOW

PROPERTY BOUNDARY

COMPOSITE SCREEN FENCE
- SLOPED LIMESTONE RETAINING WALL
- DECORATIVE POWDERCOATED STEEL
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EXISTING MASONRY FACADE AND 
WINDOWS TO REMAIN - NO WORK

EXISTING TREES TO REMAIN

LINE OF EXISTING BASEMENT BELOW

SCREEN FENCE
- 5'-0"H ALUMINIUM SLAT FENCE
- STEEL POSTS FIXED TO SLAB UNDER 
WITH BASEPLATES AND ANCHOR BOLTS

COMPOSITE SCREEN FENCE
- SLOPED LIMESTONE RETAINING WALL
- ALUMINIUM SLAT FENCE

LOCKABLE ACCESS GATE
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2'-0"

A-4073

KITCHEN SUPPLY PLENUM

COMPOSITE SCREEN FENCE
- SLOPED LIMESTONE RETAINING WALL
- DECORATIVE POWDERCOATED STEEL

KITCHEN EXHAUST STACKS

CONIFER SCREEN TO MATCH EXISTING

GRAVEL SURFACE

COOLROOM & FREEZER CONDENSERS

EXISTING BUILDING

LOCKABLE ACCESS GATE

LV-00

112' - 4"

LV-01

125' - 6"
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EXISTING WINDOWS TO REMAIN -
NO WORK

PROTECT EXISTING MASONRY 
WALL DURING CONCTRUCTION

COMPOSITE SCREEN FENCE
- DECORATIVE POWDERCOATED STEEL

682 ft²

KITCHEN
106

1801 ft²

LOUNGE
103

KITCHEN SUPPLY PLENUM

KITCHEN EXHAUST STACKS

TOPPING SLAB - FALL AWAY FROM 
BUILDING 1/4"/FT
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RE-GRADE SOIL BETWEEN MECH 
TERRACE AND SIDEWALK TO BEGIN 
FLUSH WITH TOPPING SLAB -
REPLACE GRASS

FIRE RATED, WEATHERPROOF CURB 
TO EACH MECH PENETRATION
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TOPPING SLAB - FALL AWAY FROM BUILDING 1/4"/FT

EXISTING CONCRETE BASEMENT "LID"

FIRE-PROOF SEALANT

WATERPROOF MEMBRANE

SMOOTH GRAVEL BALLAST

MECH. EQU. VARIES

CONTINUOUS PRESSURE-TREATED WOOD OR 
PREMANUFACTURED CURB TO FLOOR PENETRATION -
SIZE TO SUIT EQUIPMENT

16'0' 32'

Scale: 1/16" = 1'-0"
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Floor Plan - Street Level

A-102

DAC - Bowling
Abbey

241 Madison St.
Detroit, MI 48226

A-102 SCALE:  3/16" = 1'-0"

B8 Floor Plan - Street Level

# DESCRIPTION DATE
1 Basement Extension Permit 01/21/22

2 Partial Review 02/14/22

3 Owner Review 02/28/22

4 Plan Check 03/08/22

5 Issued for Construction 03/21/22

A-102 SCALE:

F8 Mechanical Equipment Terrace - Ortho View

A-102 SCALE:  3/8" = 1'-0" REF: A-102

F3 Kitchen & Mechanical Terrace Section

A-102 SCALE:  1 1/2" = 1'-0" REF: A-102

F5 Mech Penetration - Typical Section Detail
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